KETTLER

HKS-SELECTION

,Unix PX”

Montazni navod
Art.—Nr. 07652-500

i

max.
150 kg

~30 - 45 Min.

MADE IN GERMANY










POMUCKA PRO MERENI VELIKOSTI SPOJOVACIHO MATERIALU

Méfici pom(cka pro material k prisroubovani

Priklad @ @
AN M5x40 M5x40 022 { )
~—/ vs

/I\\\\\\\\\\\\\\\\\\\\\\\I]I <\\\\\\\\\\\\\\\\\\\\\\\\\I]I
' 016 —
m &= ©- O
| |
|

|
IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII IIII|IIII|IIII|IIII|IIII|IIII IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|IIII|
0 10 20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170

SEZNAM DILU V BALENI

Kontrolni seznam (obsah baleni)
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SEZNAM DIiLU V BALENI

Kontrolni seznam (obsah balen)
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Nepat¥i do rozsahu dodavky
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POZOR!
Z technickych ddvodd je tfeba nejprve dotahnout $rouby oznagené jako ,D“. Teprve
poté dotahnéte Srouby oznacené jako ,E*.

Sroubové spojeni pravidelné kontrolujte.
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M10x20 - M10 - 20x10,5
M = 35-40 Nm




Jx | M8x16 - 225x84
M = 25-30 Nm

2X |M10-918x11,3 - M10x80
M = 25-30 Nm



PREPRAVA, DRZENi MADEL A DLANOVYCH SENZORU

Pokyny k manipulaci




MANIPULACE

OZNACENI PRODUKTU

Objednani nahradnich dild

P¥i objednani nahradnich dild prosim udejte tplIné &islo zboZi,
Gislo nahradniho dilu, potiebny poget kus( a sériové &islo pfi-
stroje.

BicHD: hecboubde 2l Priklad typového $titku — sériové &islo
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